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KOSMEK SearchAuto backup pin

Release air pressure ＯＦＦ

Support

Prevents chattering and distort ion against  the load from above

Model   WDC
Auto backup pin

The pin touches workpiece soft ly  and stops to hold it .

Chattering Prevent chattering

Before After

Load

With no backup With backup

Chattering on base plate, molding and workpiece due to the work load. Prevention of chattering from the load enables 

high-quality implementation and processing.

(The pin touches workpiece softly and holds it instantly.)

Pin descends according to workpiece

Seat

Withstand the load which is 
less than support force

Lock with built-in spring

Seat

Workpiece Slight touch force
Plunger spring force

Release air pressure ＯＮ Release air pressure ＯＮ

The pin (plunger) descends and reaches the reference surface by the workpiece weight (slight force).

Since the pin descends according to workpiece, it can absorb the height tolerance of workpiece 

and instantly complete the height adjustment. Time reduction in setup improves machine availability.

Automatic  fol lowing of  the height

Adjusts  manual ly
by a screw

After

Minute adjustment in 

unreachable or invisible place 

is difficult and takes time.

No t ime saving (Manual  type)Before

Productivity  improvement・Cost reduction：From manual  to automatic

It enables high-accurate implementation and yield rate reduction, since no clearance produced 

regardless of the variation in height caused by workpiece distortion, the gap between seat surface 

and tip of the pin, or solid difference. 

Zero clearanceAfter

General fixed backup pin tends to have chattering due to the variation in height caused by workpiece distortion, 

the gap between seat surface and tip of the pin, or individual differences in pin height. Chattering causes low 

accuracy and assembling failure. Moreover, every time component changes, the backup pin has to be changed.

Chatter ingBefore

Quality  improvement・Yield rate reduction：Suitable for  the work required of  accuacy.  

Zero clearance

Chattering due to the load

Clearance

Fixed backup pin

Able to mount attachmentLoad
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KOSMEK SearchAuto backup pinmodel  WDCAuto backup pin
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※ The internal structure is a simplified figure.  Actual components are different.  

Release air

Plunger spring
Spring holds up
the plunger

Supply release air pressure to unlock 
the plunger. The plunger lifts up to 
the stroke-end by plunger spring.

Set a workpiece. The plunger goes down
due to the weight of the workpiece.
※The plunger does not go down 

　when plunger spring force is stronger 

　than the workpiece weight.

When release air pressure is OFF, 
the collet locks the plunger securely
with the spring for locking.
It withstands the load which is lower
than support force.

(Grip)
Lock with spring

Before setting (When releasing)

Release air pressure ＯＮ

When setting workpiece

Release air pressure ＯＮ

When supporting

Release air pressure ＯＦＦ

Load

Plunger

Col let

Spring for locking

 Model No.
 Support force ※1  
 Plunger stroke
 Cylinder capacity
 Plunger spring force※2

 Max. operating pressure
 Min. operating pressure
 Withstanding pressure
 Operating temperature
 Usable fluid
 Recommended tightening torque for main body
 Mass

N
mm
mm3

N
MPa
MPa
MPa
℃

N・m
g

WDC0030-E
3
4
19

0.1～0.3
0.7
0.35
1.0
0～70
Dry air
2
7

Design No. (Revision number)

WDC00 3  0 -  E
  E ： Spring advance type

※The drawing shows the released condition of WDC0030-E.

 ※1. This product performs lock action with spring and release action with air pressure; therefore, support force is constant.

 ※2. Prepare the stopper for the thin and light workpiece if necessary.

  When using multiple backup pins, workpiece may be pushed up by plunger spring force.

 1. When mounting an attachment on the tip of plunger, the load ratio to the plunger spring force has to be 30% or less.

  (Plunger direction either vertical or horizontal: the load ratio has to be 30% or less.)

  Ex.) Plunger spring force=0.1-0.3N

  Attachment maximum mass=0.1×0.3/0.009807＝3g

  However, the calculated value may differ due to the plunger sliding friction and spring specific etc., so the load ratio should be low as much as possible.

Please contact us for further information.
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Make sure not to damage the sealing part
Hatched area 

0.
03
A

Ａ

P.C
.D.
7

Machining dimension for recommended mounting hole

M10×1.0 Screw M10×1.0 Screw

12.5S

φ2.5

φ8.8

O-ring (Included)
SS7.5 (NOK-made)

φ4.5 φ1.5 or less

C0.6 or more

[B
-4
] o
r m
or
e

Ｂ（
=8
～
15
)

R0.4 or less

D
ep
th
 4

SR5 4

Ｍ2.5×0.45 Screw

12
4.
5

25

16
.5

1.
4

8.
5

 0
- 0.1

（Prepared holeφ9          ）+ 0.15
- 0.08

Air release port

12.5S

Support force：3N

Pl
un
ge
r 

st
ro
ke

Mounting Screw fasteningSoldering

Base plate, liquid crystal panel etc.

Press-fit machine

HDD installation・press fitThin-walled section

Cautions

Accessories：Manifold block for  mounting

External  dimensions

Model  No.  indicat ion Specif icat ions

Applicat ion example

Action descr ipt ion
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KOSMEK SearchAuto backup pinmodel  WDCAuto backup pin

Su
p
p
or
t

Po
si
ti
o
n
in
g

Ro
bo
tic
 h
an
d 
ch
an
ge
r

C
la
m
p

C
o
u
p
le
r

C
o
n
tr
o
l

※ The internal structure is a simplified figure.  Actual components are different.  

Release air

Plunger spring
Spring holds up
the plunger

Supply release air pressure to unlock 
the plunger. The plunger lifts up to 
the stroke-end by plunger spring.

Set a workpiece. The plunger goes down
due to the weight of the workpiece.
※The plunger does not go down 

　when plunger spring force is stronger 

　than the workpiece weight.

When release air pressure is OFF, 
the collet locks the plunger securely
with the spring for locking.
It withstands the load which is lower
than support force.

(Grip)
Lock with spring

Before setting (When releasing)

Release air pressure ＯＮ

When setting workpiece

Release air pressure ＯＮ

When supporting

Release air pressure ＯＦＦ

Load

Plunger

Col let

Spring for locking

 Model No.
 Support force ※1  
 Plunger stroke
 Cylinder capacity
 Plunger spring force※2

 Max. operating pressure
 Min. operating pressure
 Withstanding pressure
 Operating temperature
 Usable fluid
 Recommended tightening torque for main body
 Mass

N
mm
mm3

N
MPa
MPa
MPa
℃

N・m
g

WDC0030-E
3
4
19

0.1～0.3
0.7
0.35
1.0
0～70
Dry air
2
7

Design No. (Revision number)

WDC00 3  0 -  E
  E ： Spring advance type

※The drawing shows the released condition of WDC0030-E.

 ※1. This product performs lock action with spring and release action with air pressure; therefore, support force is constant.

 ※2. Prepare the stopper for the thin and light workpiece if necessary.

  When using multiple backup pins, workpiece may be pushed up by plunger spring force.

 1. When mounting an attachment on the tip of plunger, the load ratio to the plunger spring force has to be 30% or less.

  (Plunger direction either vertical or horizontal: the load ratio has to be 30% or less.)

  Ex.) Plunger spring force=0.1-0.3N

  Attachment maximum mass=0.1×0.3/0.009807＝3g

  However, the calculated value may differ due to the plunger sliding friction and spring specific etc., so the load ratio should be low as much as possible.

Please contact us for further information.

W
id
th
  8

Make sure not to damage the sealing part
Hatched area 

0.
03
A

Ａ

P.C
.D.
7

Machining dimension for recommended mounting hole

M10×1.0 Screw M10×1.0 Screw

12.5S

φ2.5

φ8.8

O-ring (Included)
SS7.5 (NOK-made)

φ4.5 φ1.5 or less

C0.6 or more
[B
-4
] o
r m
or
e

Ｂ（
=8
～
15
)

R0.4 or less

D
ep
th
 4

SR5 4

Ｍ2.5×0.45 Screw

12
4.
5

25

16
.5

1.
4

8.
5

 0
- 0.1

（Prepared holeφ9          ）+ 0.15
- 0.08

Air release port

12.5S

Support force：3N

Pl
un
ge
r 

st
ro
ke

Mounting Screw fasteningSoldering

Base plate, liquid crystal panel etc.

Press-fit machine

HDD installation・press fitThin-walled section

Cautions

Accessories：Manifold block for  mounting

External  dimensions

Model  No.  indicat ion Specif icat ions

Applicat ion example

Action descr ipt ion


