
Model   JR□

Hydraulic/Pneumatic

Exclusive Designed
Low Friction Seal
Highly-Durable Compact Rotary Joint

Incoming Side
Hydraulic/Air

Outgoing Side
Hydraulic/Air

Exclusive Seal

Rotary Shaft

O-ring

Rotary Joint

Ball Bearing

Rotary Shaft

0mm
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2 Ports 4 Ports 6 Ports 8 Ports 8 Ports
Center Through Port

Long Operational Life・Compact・Low TorqueLong Operational Life・Compact・Low Torque

● Application Examples of Custom-made Rotary Joint

For NC Rotary Table

For NC Rotary Table

For Machine B Axis

For Tail Stock

▶  http://www.kosmek.com/
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Rotary Joint model  JR□

10 Ports (with Center Through Port)

In this example, the Cap can be rotated with 
the Housing because the Cap is not integrated 
with the Shaft. 
This structure allows manifold connection 
without Swivel Joint.
(Note : This model differs from a standard 
 model (JBR). If you are interested in this model, 
 please contact us.)

Direct Piping Option for Rotary Table 
4 Ports

Example: Embedded Rotary Joint

12 Ports (Dual Structure) 16 Ports (Dual Structure)

Compact Rotary Joint because of Dual Structure of which ports are located 
both inside Small Diameter Rotary and outside Large Diameter Rotary.

If you use both types of pressure (Hydraulic & Pneumatic), we suggest you 
to use inside ports for hydraulic pressure and outside ports for pneumatic 
pressure to reduce a rotating torque.
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Manifold Piping Option for Rotary Table
12 Ports + Center Through Port

Durable up to 25MPa high pressure Durable up to 25MPa high pressure 

Durable up to 25MPa high pressure 

Example: Embedded Rotary Joint

Manifold Piping Option for Rotary Table

Manifold Block
(Prepared by customer)

6 Ports

Example: Embedded Rotary Joint

KOSMEK Rotary Joint is designed to meet various needs.

< Example >

Manifold Block
(Prepared by customer)
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